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at a minimum of the SWL rating, shall
be performed and witnessed by com-
petent personnel. The proof load ap-
plied to the winches, booms, derricks,
cranes and all associated gear shall be
lifted with the ship’s normal tackle
with the boom or derrick at the lowest
practicable angle. When the load has
been lifted, it shall be swung as far as
possible in both directions.

(d) After satisfactory completion of
the tests and examinations required in
paragraphs (b) and (c) of this section,
all results and notations together with
the date and location of each shall be
maintained and available to Coast
Guard representatives upon request.

§28.890 Examination and certification
of compliance.

(a) At least once in every two years
each ATA vessel must be examined for
compliance with the regulations of this
subchapter by the ABS, a similarly
qualified organization, or a surveyor of
an accepted organization.

(b) Bach individual performing an ex-
amination under paragraph (a) of this
section, upon finding the vessel to be in
compliance with the requirements of
this chapter, must provide written cer-
tification of compliance to the owner
or operator of the vessel.

(c) Each certification of compliance
issued under paragraph (b) of this sec-
tion must:

(1) Be signed by the individual that
performed the examination;

(2) Include the name of the organiza-
tion the individual performing the ex-
amination represents or the name of
the accepted organization the indi-
vidual belongs to; and

(3) State that the vessel has been ex-
amined and found to meet the specific
requirements of this chapter.

(d) A certification of compliance
issued under paragraph (b) of this sec-
tion must be retained on board the ves-
sel until superseded.

(e) A copy of the certification of com-
pliance issued under paragraph (b) of

§28.905

this section must be forwarded by the
organization under whose authority
the examination was performed to the
Coast Guard District Commander (At-
tention: Fishing Vessel Safety Coordi-
nator) in charge of the district in
which the examination took place.

§28.895 Loadlines.

(a) A fish tender vessel of not more
than 500 gross tons, engaged in the
Aleutian trade, is not subject to the
loadline provisions of 46 U.S.C. Chapter
51 if it is not on a foreign voyage and
the vessel:

(1) Operated in this trade before Sep-
tember 8, 1990; or

(2) Was purchased to be used in this
trade before September 8, 1990 and en-
tered into service before June 1, 1992;
and

(3) Has not undergone a major con-
version; and

(4) Has not had a loadline assigned at
any time before November 16, 1990.

(b) The exemption from the loadline
provision of 46 U.S.C. Chapter 51 set
forth in paragraph (a) of this section
expires on January 1, 2003.

§28.900 Post accident inspection.

The requirements for providing no-
tice and reporting of marine casualties
are contained in part 4 of this chapter.
The owner of or master of the vessel
shall ensure that the survey guidance
provided by a Coast Guard Representa-
tive is effectively carried out, that the
material and the workmanship of such
repairs or renewals are in all respects
satisfactory, and that the vessel com-
plies in all respects with the regula-
tions in this part.

§28.905 Repairs and alterations.

No repairs or alterations affecting
the safety of the vessel with regard to
the hull, machinery, or equipment,
shall be made without the notification
of a Coast Guard Representative.

367






INDEX
SUBCHAPTER C—UNINSPECTED VESSELS

EDITORIAL NOTE: This listing is provided for informational purposes only. It is compiled and
kept current by the U.S. Coast Guard, Department of Homeland Security. This index is up-
dated as of October 1, 2005.

Part, subpart, or section

Accidents, action required after
Alarms:
(€3S - 1 PP PPN
High water............coeeevennnn.
Anchors ...cooveviiiiiiiiiiiiiieenn,
Application of regulations .............
Approved, definition..........................
Approved equipment & material
Assignment of functions ......................
AUthority for regulations ..ov i s

BacKkfire flame COMBIOl......ouiuiiiiii e aaaas
Barge, definition
Bilge pumpS.....coevveneniinenenn.
Boarding ........coceevveeninennn.
Boiler inspection

Canadian pleasure craft temporarily using navigable waters of the
UNIted STt iniiiiiiii e et e e e

Carburetor backfire flame arrester (See Flame arrester)

Carrying freight for hire, definition................coooooiviiininin

Carrying passengers for hire, definition.......................

Coast Guard District Commander, definition ........cccoovvviiiiiiiiiiiiiiien,

Commandant, AefINition ...

Communication equipment.........ccooeeiiiiiiiiiiiiiiiiiiees

[076)s4 01T T TP

Cushion, buoyant (see Life preserver)

D
B ST £ g = 1 1
Definition of terms .........coooviiiiiiiiii
Depth-sounding device ......ccceveveviiiniiiiinininininnnns
Distress Signals.....ccvviiiiiiiiiiiiiiiiieieeeeeeeaans
Drills and INStrTUCTION . ...ttt a e e e
E

Electrical power:

369



46 CFR Ch. | (10-1-05 Edition)

Distribution SYSTEM . v e
Emergency source ...............
General requirements
IMLAIIL SOUTICE ettt ettt e ettt e e e e e et et e et e e e e e e e e e e e e e e eeaanenenanens
Overcurrent ProteCTION .o 28.365
Standards for vessels less than 79 ft. ... 28.345
Wiring methods and materials ....oooviiiiiiiiii e aes 28.370
Electronic position fixXing AeVICES ...oiiuviiiiiiiiiiiiiiei e e e e eneaes 28.260
Embarkation Stabion ..o e 28.395
Emergency checkoff list 26.03-2
Emergency INStrTUCTIONS (.ot e 28.265
EPIRBS ittt e ...25.26, 28.150
B D00 B 2= 0 Y L SN 24.15
EISCADE, TNEATIS OF .ininiiiiit ittt et et et et et e et e e aneaeeneaeeaneananeans 28.390
F
Fire AeteCtion Sy S OIS oottt et e et aaas
Existing towing vessel
New towing vessel ....ooovviiiiiiiiiiiiiiiiieceieeeeee,
Fines and penaltiesS.....cccoviviiiiiiiiiiiiiiiieeceenne,
Fireman’s OULTIT oo e
Fire protection equipment:
P2 ) ) b eT: N vh Ko} o PPN 25.30-1
(€ = = v 1o Yo 1o N 28.330
General provisions............... ...25.30-5, 28.160
EXCESS CQUI DI .ottt aaas 28.155
Portable fire extinguishers .... ....25.30-10, 28.160
BT DUITIDS .« entniiiitt it et e e et et e et e et et e et e et e e e et e e aaaans 28.315
First aid equipment and training .......cccooeiiiiiiiii s 28.210
Fixed fire extinguishing system:
APPTroved LYPE FEAUITEA .cuunininiiiniii ettt et e e e e e eaanes 25.30-5
D L= v 5 PP 25.30-15, 28.320
Special provisions when installed.........cooiiiiiiiiiiiiii s 25.30-20
Flame arrester:
) ST 0B =T R PTRPSTI
Freight, carrying for hire, definition
Fuel systems ..ooveviviiiniiieeeee

New towing vessel

G
(€3 e Loy = W A=W - B i s o PP PP 28.240
Guards for eXPoSed NAZATAS ...o.iiiiriii ittt aeaaaas 28.215
H
Hand portable fire extinguisher:
ApPProved tFPe reqUITEA .....oviniirii it 25.30-5, 28.70

Classification....................
Number required
Headquarters, definition
HydrauliC QUIDIMENT. ..ottt eaaas

International voyage:
Requirement fOr VESSELS Ol ...ttt e ettt eaenees 24.05
Definition .......coooviiiiiiiiii

Instructions and drills




Subchapter C Index

IMMETSION SUIES inininiiii e e e e e e e e e eanas 25.25, 28.110
TINJUTY DLACATA toueniinininiinin ettt e et e et e et e et e ete it et eteanensaaneaeaneneanenesnanenns 28.165
L
I L= 28.410

Life preserver:
APProved tyPe TeQUITEA ..ovuiuirininiii i e e 25.256-5. 28.105
[0 1o b v X0 a PP 25.25-11

MarKINg ...oouiniiiiiiiiiiiee e ...25.25-7, 28.135

Number required ...25.25-5, 28.110

710} = = - SO PRN 25.25-9, 28.110(b)
Lifesaving equipment:

General reqUIremMents ..o ii e

B B R LT cy 0 (T

B 2 @ T TP

Machinery space, ventilation oOf .......coiiiiiiiiiiii e
Marine engineering requirements
Marine inspector, definition ...
Motorboat:

D INITION ceuitiiii et et e e

Included under term vessel
Motor vessel, definition........cccoevviviiinininnnn,

Navigation:
BRah{0) 4 04 F: N o) o OO PPN 28.225

Oceanographic vessel, definition .......coooveveviiiiiniiiiiiniinnnenns
Officer in Charge, Marine Inspection, definition
Operator’s license, exhibition Of ......coiiiiiiiiiiii e

Passenger:
Carrying for hire, definition ..........coiiiiiiiiiiii e 24.10-3
BB T8 v o) o H PPN 24.10-23

Radar eqUIDIMIENT ...t aaans 28.400
D3 e X EE R oyl oTe o ) i T N 28.235
Regulations:

AUthority fOr and DUTIDOSE c.ouiinii ittt eea e aaeeeaanas 24.01, 28.10
RiING LI e BUOY S tuiuiiiiiiiiii ettt et e e e et e e ae e e e e eneaeeaeanas 25.25-5(d), 28.115

Safety orientation ..o e, 26.03-1, 28.270
Self contained breathing appParatis ..o.coovei i aeaes 28.2056
Semiportable fire extinguishing system:
ADPProved tFPE FEQUITEA ..oue ittt ettt e et e neenenens 25.30-5
(O3 =K1 B o= 1 v () o PP
Number required .......coooveveiiiiiiiiiiieieneeenen
Signaling equipment




46 CFR Ch. | (10-1-05 Edition)

I a R e bz b T b F = o | v S TP
Special operating requirements...
Stability instructions .................
Storm rails.....cccceveivininninn...
Structural fire protection:
(€S 2 1 T PP PP PO PPN
Vessels with more than 49 persons
Survival Craft Equipment
Launching ........cccceevvivieninnnn
STOWAZE ceviviiiniiiiiieieieeenn
Type and number required

Tank space, ventilation of ..o 25.40-1, 28.340

Ventilation of tanks and engine SPace......ccccevevvirieniineeinenennnnes 25.40-1, 27.340, 28.340
Vessel, Adefinition .o e
A= T 4 ) - PP TPt
Approved unicellular plastic foam
STOWAZE teninitiinitiiei et e et e e e e e e e aaneans
L T 2
Violations, ProCEAUTES fOT . ..ttt e e e e et ee e e eaeaneneans

372



		Superintendent of Documents
	2014-11-03T08:01:41-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




